
MIDPOINT-A

DE EN FR

Decken- oder Wandanbau. Passive Kühlung.

-

-

-

-

2700K, 3000K oder 4000K. 

Betriebsgeräte-Box mit elektronischem Konverter 

Umfangreiches Zubehör (Prismenscheiben, klare 

355° rotatable and 180° tiltable. Minimalistic con-

cooling.

Spotlight housing made of aluminium optionally 

 

 

excellent colour rendering and 5 years colour con-

-

LED colour temperature 2700K, 3000K or 4000K.

-

Wide range of accessories (prismatic disc, clear 

355° et pivotante sur 180°. Minimaliste boîtier tech-

-

idissement passif.

Boîtier en aluminium laqué au choix: gris, blanc  

-

-

geable sans outil.

-

té lumineuse avec un excellent rendu de couleur  

et 5 ans de garantie sur la couleur constante.  

-

té énergétique et rapport qualité-prix. Température 

de couleur LED au choix: 2700K, 3000K ou 4000K.

Boîtier technique avec convertisseur électronique 

 

Voir les différentes options
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MIDPOINT-A3

MIDPOINT-A5

LUMEN/WATT CODE CODE CODE KG

ECONOMIC-LED [HIGHEST EFFICIANCY, CRI>80, STANDARD COB] :

SILVER WHITE BLACK

1×1300lm/13W PA5*SE-8##F-1300-B PA5*WE-8##F-1300-B PA5*BE-8##F-1300-B 1,1

1×2000lm/18W PA5*SE-8##F-2000-B PA5*WE-8##F-2000-B PA5*BE-8##F-2000-B 1,1

1×3000lm/25W PA5*SE-8##F-3000-B PA5*WE-8##F-3000-B PA5*BE-8##F-3000-B 1,5

1×4000lm/36W PA5*SE-8##F-4000-B PA5*WE-8##F-4000-B PA5*BE-8##F-4000-B 1,5

PREMIUM-LED [HIGHEST  LIGHT QUALITY, CRI>97, R9>97, XICATO ARTIST] :

SILVER WHITE BLACK

1×1300lm/16W PA5*SE-9##X-1300-B PA5*WE-9##X-1300-B PA5*BE-9##X-1300-B 1,1

1×2000lm/27W PA5*SE-9##X-2000-B PA5*WE-9##X-2000-B PA5*BE-9##X-2000-B 1,1

1×3000lm/41W PA5*SE-9##X-3000-B PA5*WE-9##X-3000-B PA5*BE-9##X-3000-B 1,5

REFLECTOR * B: SPOT 18°, C: MEDIUM 26°, D: FLOOD 40°

LED COLOUR 

TEMPERATURE ###
27: 2700K , 30: 3000K, 40: 4000K

CONTROL E: NON DIMMABLE, L: DIM DALI

LUMEN/WATT CODE CODE CODE KG

ECONOMIC-LED [HIGHEST EFFICIANCY, CRI>80, STANDARD COB] :

SILVER WHITE BLACK

1×1300lm/16W PA3*SE-8##F-1300-B PA3*WE-8##F-1300-B PA3*BE-8##F-1300-B 1,1

PREMIUM-LED [HIGHEST  LIGHT QUALITY, CRI>97, R9>97, XICATO ARTIST] :

SILVER WHITE BLACK

1×1300lm/16W PA3*SE-9##X-1300-B PA3*WE-9##X-1300-B PA3*BE-9##X-1300-B 1,1

REFLECTOR * B: SPOT 24°, C: MEDIUM 38°, D: FLOOD 60°

LED COLOUR 

TEMPERATURE ###
27: 2700K , 30: 3000K, 40: 4000K

CONTROL E: NON DIMMABLE, STANDARD 3-PHASE TRACK
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