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-

Kühlung.

 

 

-

-

2700K, 3000K oder 4000K. 

Betriebsgeräte-Box für Decken-Einbau mit elektro-

inkl.

Umfangreiches Zubehör (Prismenscheiben, klare 

-

ble and 66° tiltable. Passive cooling.

Spotlight housing made of aluminium optionally 

 

 

excellent colour rendering and 5 years colour  

 

Standard LED colour temperature 2700K, 3000K  

or 4000K.

Integrated electronic converter for ceiling installa-

Wide range of accessories (prismatic disc, clear 

intégrés pour une installation sans outil. Tête orien-

passif.

-

sé extrêmement brillant en trois angles de faisceau. 

échangeable sans outil.

-

té lumineuse avec un excellent rendu de couleur  

et 5 ans de garantie sur la couleur constante.  

-

té énergétique et rapport qualité-prix. Température 

de couleur LED au choix: 2700K, 3000K ou 4000K.

Boîtier technique pour montage encastré avec con-

vertisseur électronique (commutable ou graduable 

 

Voir les différentes options
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MIDPOINT-M3

MIDPOINT-M5

LUMEN/WATT CODE CODE CODE KG

ECONOMIC-LED [HIGHEST EFFICIANCY, CRI>80, STANDARD COB] :

SILVER WHITE BLACK

1×1300lm/13W PM5*SE-8##F-1300-B PM5*WE-8##F-1300-B PM5*BE-8##F-1300-B 1,4

1×2000lm/18W PM5*SE-8##F-2000-B PM5*WE-8##F-2000-B PM5*BE-8##F-2000-B 1,4

1×3000lm/25W PM5*SE-8##F-3000-B PM5*WE-8##F-3000-B PM5*BE-8##F-3000-B 1,8

1×4000lm/36W PM5*SE-8##F-4000-B PM5*WE-8##F-4000-B PM5*BE-8##F-4000-B 1,8

PREMIUM-LED [HIGHEST  LIGHT QUALITY, CRI>97, R9>97, XICATO ARTIST] :

SILVER WHITE BLACK

1×1300lm/16W PM5*SE-9##X-1300-B PM5*WE-9##X-1300-B PM5*BE-9##X-1300-B 1,4

1×2000lm/27W PM5*SE-9##X-2000-B PM5*WE-9##X-2000-B PM5*BE-9##X-2000-B 1,4

1×3000lm/41W PM5*SE-9##X-3000-B PM5*WE-9##X-3000-B PM5*BE-9##X-3000-B 1,8

REFLECTOR * B: SPOT 18°, C: MEDIUM 26°, D: FLOOD 40°

LED COLOUR 

TEMPERATURE ###
27: 2700K , 30: 3000K, 40: 4000K

CONTROL E: NON DIMMABLE, L: DIM DALI

LUMEN/WATT CODE CODE CODE KG

ECONOMIC-LED [HIGHEST EFFICIANCY, CRI>80, STANDARD COB] :

SILVER WHITE BLACK

1×1300lm/16W PM3*SE-8##F-1300-B PM3*WE-8##F-1300-B PM3*BE-8##F-1300-B 1,1

PREMIUM-LED [HIGHEST  LIGHT QUALITY, CRI>97, R9>97, XICATO ARTIST] :

SILVER WHITE BLACK

1×1300lm/16W PM3*SE-9##X-1300-B PM3*WE-9##X-1300-B PM3*BE-9##X-1300-B 1,1

REFLECTOR * B: SPOT 24°, C: MEDIUM 38°, D: FLOOD 60°

LED COLOUR 

TEMPERATURE ###
27: 2700K , 30: 3000K, 40: 4000K

CONTROL E: NON DIMMABLE
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